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TC-8900 

NTC 

0…10 V  PAT  0…10 V  DAT  On/Off 

1     TC-8903-1131-WK 
 2    TC-8901-2131-WK 
  2   TC-8904-2131-WK 
   2  TC-8906-2131-WK 

1     TC-8903-1132-WK 
 2    TC-8901-2132-WK 
  2   TC-8904-2132-WK 

12…28 ° C 

   2  TC-8906-2132-WK 
 1     TC-8903-1151-WK 

0…40 ° C  
1     TC-8903-1152-WK 
1     TC-8903-1183-WK 

0…100% 
 2    TC-8901-2183-WK 

° C

 123

K



TC-8900
 DDC  

TC-8900  ES-8900 

NTC 
PAT  0…10 V  DAT  On/Off 

1     TC-8933-1112-W 
 2    TC-8931-2112-W
  2   TC-8934-2112-W
   2  TC-8936-2112-W

 12…28 ° C       ES-8930-3031-WK 

TC-8900 ES-8940 

NTC 

PAT  0…10 V  DAT  On/Off 

 1     TC-8943-1141-WK  

  2    TC-8941-2141-WK 

   2   TC-8944-2141-WK 
+/- 3K  

   2  TC-8946-2141-WK 

12…28 ° C       ES-8940-4130-WK 

TC-8900 PM-8900 

NTC 
* 

 1  1, 2   3  TC-8902-1031-WK 
 1 4  

/ 
TC-8907-1031-WK 

 2 1, 2 or 3  TC-8902-2031-WK 
12…28 ° C 

2 4  TC-8907-2031-WK 
 1 1, 2 or 3  TC-8902-1032-WK 
 1 4  

/ 
TC-8907-1032-WK 

 2 1, 2 or 3  TC-8902-2032-WK 
 12…28 ° C 

2 4  TC-8907-2032-WK 
 2 1, 2 or 4  TC-8942-2041-WK 

+/- 3K  
2 4  TC-8947-2041-WK 

* 

1 0…10 V   TC-8902  TC-8942  PM-8902-0500 
2 DAT 230V   TC-8902   TC-8942  PM-8905-0300 
3 DAT 24 V   TC-8902   TC-8942  PM-8905-0500 
4  3A ,230 V/24 V   TC-8907   TC-8947  PM-8907-0300 

 ES-8900  ES-8900 
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